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Carbon Film Resistors
DIMENSIONS (mm)

NCF Series

PACKAGING
Tape and Reel - 5000 Pieces
Bulk - 1000 Pieces (5 bags of 200 per box)

COLOR CODING

TR = Tape and Reel
  B = Bulk

SIGNIFICANT VALUES OF NOMINAL
RESISTANCE E-24 5% (J)

Zero-Ohm Resistors NZO Series

FEATURES
• STANDARD 1/8 WATT AND 1/4 WATT SIZES
• FOR JUMPERS OR CROSSOVERS ON PCB’S
• TAPE AND REEL FOR AUTOMATIC INSERTION
• SINGLE BLACK BAND INDICATES ZERO RESISTANCE
SPECIFICATIONS
OPERATING TEMPERATURE RANGE: –55OC to +155OC
RESISTANCE: 0.01 OHM or less
CURRENT RATING: 25 AMPS (–55OC to +25OC)

DERATED GRAPH BELOW

ZERO OHM RESISTORS CURRENT RATING OVER
TEMPERATURE NZO25R & NZO25 PARTS.

DIMENSIONS (mm)

TR = Tape and Reel
  B = Bulk

NZO 25 TR

Series

Size:
25R = 1/8W Size
   25 = 1/4W Size

Part Numbering System
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epyT D∅ L d∅ ± 50.0

R52OZN 8.1 ± 1.0 2.3 ± 2.0 5.0

52OZN 3.2 ± 2.0 5.6 ± 5.0 6.0

epyT D∅ L d∅ ± 50.0

R52FCN 8.1 ± 2.0 3.3 ± 4.0 54.0

52FCN 5.2 ± 5.0 3.6 ± 5.0 65.0

05FCN 7.2 ± 5.0 5.8 ± 5.0 65.0

R05FCN 3.2 ± 5.0 5.6 ± 5.0 65.0

001FCN 5.4 ± 5.0 0.11 ± 5.0 08.0

002FCN 5.5 ± 5.0 0.51 ± 5.0 08.0
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ts1 dn2 dr3

kcalB 0 0 0 1 -

nworB 1 1 1 01 (F ± )%1

deR 2 2 2 001 (G ± )%2

egnarO 3 3 3 000,1 -

wolleY 4 4 4 000,01 -

neerG 5 5 5 000,001 (D ± )%5.0

eulB 6 6 6 000,000,1 (C ± )%52.0

teloiV 7 7 7 000,000,01 (B ± )%1.0

yerG 8 8 8 - -

etihW 9 9 9 - -

dloG - - - 1.0 (J ± )%5

revliS - - - 10.0 (K ± )%01
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J 103 TR

Tolerance Code:
G = ±2% (Opt.)
J = ±5% STD.

Resistance Code: First 2 digits are significant,
3rd digit is multiplier, “R” indicates decimal on
values below 10 OHMS

PART NUMBERING SYSTEM
25

Power Rating (Wattage Code)
25 = .25W 50 = .50W
25R = .25W 50R = .50W
100 = 1 WATT 200 = 2WATT

NCF

Series


